
ANNEX Ceiling L LED 

Datenblatt

ANNEX Ceiling kann als zentrale Deckenleuchte 
unterschiedliche Rollen übernehmen. Gerichtet: 
mit konischem Reflektor aus Milchglas für Licht direkt 
nach unten, zugleich auch für Raum und Decke. 
Dramatischer: mit einem Reflektor aus poliertem 
Aluminium werden Boden direkt und Decke sanft 
beleuchtet. Brillanter: mit Reflektor aus facettiertem 
Kristallglas.

Eine geradezu archetypische Deckenleuchte mit dem 
Mehr an Funktionalität, auf das wir Wert legen: 
drei verschiedene Größen korrespondieren mit den 
Proportionen Ihrer Räume. Mit den unterschied-
lichen Reflektoren im Innern des mundgeblasenen 
Kegelschirms lassen sich äußerst differenzierte 
Lichtwirkungen erzielen, die formal dennoch einer 
Familie angehören. Anwendungsbeispiele:

www.serien.com



Irrtümer und technische Änderungen vorbehalten. Alle Maße in mm. serien Raumleuchten GmbH Stand August 2019

ANNEX Ceiling L LED 

Technisches Datenblatt

Downlight und Deckenleuchte in einem und bestens geeignet für standardisierte Deckenanschlüsse, ist Annex bereits 
aus dem gestalterisch-konzeptionellen Ansatz heraus vielseitig einsetzbar. Nun verbinden sich in der neuen LED-Version 
das nachhaltige Design mit langlebiger LED-Technologie. Ein standardisiertes Wechselsystem ermöglicht den Austausch 
der LED-Einheit. Aufgrund der langen Lebensdauer des Leuchtmittels ist Annex Ceiling mit LED auch hervorragend für 
gewerbliche Räume geeignet.

Design Prof. Uwe Fischer

Awards

Internationaler Designpreis Baden-Württemberg, Focus Silber 2011

Design Plus, 2012            

German Design Award, Nominierung 2013

Material & Oberflächen

Reflektoren Kristallglas geschliffen, Acrylglas opal, Aluminium poliert

Material Baldachin Aluminium

Oberflächen hochglanzpoliert und pulverlackiert weiß RAL 9010

Glasschirm  mundgeblasen klar

Maße

Technische Daten

Leuchtmittel CoB LED
LED-Einheit vor Ort wechselbar

Leistung (Nennwert) 1 34 W 41 W

Regelung TRIAC TRIAC, DALI, 0 -10 V

Farbtemperatur 
Lichtstrom LED 
(Nennwert) 1

2700K
3000K

4285 lm
4455 lm
 

2700K
3000K

5165 lm
5370 lm

Betriebsspannung primär 220 – 240 V AC, sekundär 36 V DC
(34 W und 41 W Varianten auch als primär 110 V AC, sekundär 36 V DC erhältlich)

Mittlere Lebensdauer LED 50.000 h²

Energieeffizienzklasse A bis A++

Garantie 2 Jahre

Montage/ Pflege werkzeuglose Schirmmontage

Gewicht 3,3 kg

Stand August 2019

Die durchgestrichene Mülltonne weist darauf hin, dass dieses Elektrogerät nicht im Hausmüll entsorgt werden darf. Um die menschliche Gesundheit und  
die Umwelt vor möglichen Gefahrstoffen zu schützen, kann dieses Produkt am Ende seiner Lebensdauer kostenfrei bei einer Sammelstelle in Ihrer Nähe 
abgegeben werden. Die gesonderte Entsorgung ermöglicht die Wiederverwendung bzw. Verwertung von Elektrogeräten.
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Irrtümer und technische Änderungen vorbehalten. Alle Maße in mm. serien Raumleuchten GmbH Stand August 2019

ANNEX Ceiling L LED 

Stand August 2019

Lichttechnisches Datenblatt

Annex Ceiling kann als zentrale Deckenleuchte unterschiedliche Beleuchtungsaufgaben übernehmen: Gleichmäßige 
Raumausleuchtung mit Schirm opal ohne Innenreflektor. Stärker gerichtet mit klarem Schirm und konischem opalen 
Reflektor für Licht direkt nach unten, zugleich rundum sanft gestreut. Dramatischer ist die Lichtwirkung mit einem 
Reflektor aus poliertem Aluminium: nach unten direkt, sanft über die Decke. Brillant: mit Reflektor aus facettiertem 
Kristallglas.

Leistung CRI Farbtemperatur
Lichtstrom

(Messwert) 1

ANNEX Ceiling L LED Reflektor Kristallglas

34 W

>80
2700 K  3590 lm

60°

200

300

400

30°

0°

30°

90°

60°

90°

500

600

1,0

2,0

3,0

21°
m 3000 K  3765 lm

>90
2700 K  2760 lm

3000 K  3220 lm

41 W

>80
2700 K  4190 lm

3000 K  4390 lm

>90
2700 K  3220 lm

Licht: nach unten gerichtet, 
rundum dekorativ

Ƞ = 59 % UGR ≤ 21 

3000 K  3760 lm

ANNEX Ceiling L LED Reflektor Acrylglas opal

34 W

>80
2700 K  3920 lm

60°

200

400

600

800

30°

0°

30°

90°

60°

90°

1,0

2,0

3,0

24°
m 3000 K  4105 lm

>90
2700 K  3380 lm

3000 K  3515 lm

41 W

>80
2700 K  4570 lm

3000 K  4790 lm

>90
2700 K  3945 lm

Licht: nach unten gerichtet, 
rundum gestreut

Ƞ = 65 % UGR ≤ 15 

3000 K  4100 lm

ANNEX Ceiling L LED Reflektor Aluminium poliert

41 W

>80
2700 K  3480 lm

60°

200

400

600

800

30°

0°

30°

90°

60°

90°

1,0

2,0

3,0

29°
m 3000 K  3650 lm

>90
2700 K  3005 lm

3000 K  3125 lm

34 W

>80
2700 K  4065 lm

3000 K  4260 lm

>90
2700 K  3505 lm

Licht: nach unten gerichtet, 
rundum diffus

Ƞ = 56 % UGR ≤ 15

3000 K  3645 lm

Hinweis:
Die lichttechnischen Daten (EULUMDAT) können Sie unter http://serien.com/downloads/ herunterladen.

Alle Werte sind Bemessungswerte. Leistung und Lichtstrom unterliegen initial einer Toleranz von +/- 10%.  
Toleranz der Farbtemperatur: +/-150 K. Die Werte gelten, wenn nicht anders angegeben, für eine  
Umgebungstemperatur von 25 °C.



Irrtümer und technische Änderungen vorbehalten. Alle Maße in mm. serien Raumleuchten GmbH Stand August 2019

ANNEX Ceiling L LED 

1	� Die angegebenen Nenn- und Messwerte beziehen sich auf die zum Zeitpunkt der Datenblatterstellung eingesetzten Leuchmittel. Änderungen vorbehalten.
2	� Angabe laut Hersteller. serien Raumleuchten GmbH übernimmt für die Richtigkeit der Angabe keine Haftung.
3	� Weitere Varianten auf Anfrage lieferbar.
4	�� 5-adrige Netzzuleitung bei Regelung über Dali oder 1–10V erforderlich.

Artikelnummern

Abbildung Beschreibung Leuchtmittel Regelung 4 Leistung 3 CCT 3  Art.-Nr.

Reflektor Kristall
Licht: nach unten gerichtet, rundum dekorativ
Ƞ = 70%

LED

TRIAC 34 W
2700 K AN3041

3000 K AN3042

1–10 V 41 W
2700 K AN3043

3000 K AN3044

DALI 41 W
2700 K AN3045

3000 K AN3046

Reflektor opal
Licht: nach unten gerichtet, rundum gestreut
Ƞ = 76%

LED

TRIAC 34 W
2700 K AN3047

3000 K AN3048

1–10 V 41 W
2700 K AN3049

3000 K AN3050

DALI 41 W
2700 K AN3051

3000 K AN3052

Reflektor poliert
Licht: nach unten gerichtet, rundum diffus
Ƞ = 68%

LED

TRIAC 34 W
2700 K AN3053

3000 K AN3054

1–10 V 41 W
2700 K AN3055

3000 K AN3056

DALI 41 W
2700 K AN3057

3000 K AN3058

Empfohlene Dimmer

Die folgende Liste gibt das Ergebnis interner Testreihen in kontrollierter Umgebung wieder. Im Einzelfall kann es jedoch aufgrund technischer
Spezifikationen (z. B. Treiber, Verkabelung, Schaltung, etc.) dazu kommen, dass eine konkrete Kombination aus Dimmer und LEDs nicht
funktioniert. Unsere Empfehlungen stellen demnach keine Garantie oder Gewährleistung dar.

ANNEX Ceiling L LED Berker 286710, BUSCH Jäger 6513 U-102, Feller 40600.R.L. (alle Varianten), Jung 225 TDE, Merten MEG513

Auf Anfrage sind unterschiedliche Farbwiedergabeindizies und Leuchten ohne Treiber möglich.

Bildnachweise: ©Fotografie: Faridek Fotografie, Produktabbildungen: serien.lighting



ANNEX Ceiling M LED

ANNEX Ceiling M LED • reflector: opal acrylic glass

ANNEX Ceiling M LED • reflector: crystal glass

ANNEX Ceiling M LED • reflektor: polished aluminium

www.serien.com

The Annex luminaire range is the result of  
a profound understanding of light and design.  
Various inner reflectors are available; the  
latter combined with the elegant glass shade  
create a formal unity and permit different  
lighting effects.

Examples of applications: 
Private and commercial spaces.  
Singly for central ceiling mounting and in series,  
e.g., over kitchen worktops, bars, reception  
and sales counters.

Data Sheet



ANNEX Ceiling M LED

As per February 2016Errors and omissions excepted. Subject to technical modifications. All dimensions in mm. serien Raumleuchten GmbH

Technical data sheet

Downlight and ceiling luminaire in one ally suited for standardized ceiling mounting, Annex is designed to lend itself to  
a variety of uses. The new LED version combines timeless design with durable LED technology. Thanks to a standardized 
fitting system the LED unit can be replaced. And given the illuminant’s long life, Annex Ceiling with LED is an ideal  
choice for commercial premises.

Design Prof. Uwe Fischer

Awards

Baden-Württemberg International Design Award  
(Internationaler Designpreis Baden-Württemberg)  
Focus Silber 2011, German Design Award (Designpreis  
der Bundesrepublik Deutschland) nomination 2012

Material & surfaces

Material canopy aluminum

Surface canopy high gloss polished and powder coated RAL 9010

Glass shade mouth-blown clear mouth-blown clear mouth-blown clear mouth-blown opal

Reflector opal acrylic glass polished aluminum faceted crystal glass –

Dimensions

Ø 152

Ø 220

2
10

Ø 152

Ø 220

2
10

Ø 152

Ø 220

2
10

Ø 152

Ø 220

2
10

Technical data

Illuminant LED CoB
(The LED circuit board can be replaced by qualified staff)

Power (nominal value) 1 13 W 24 W 13 W 24 W 13 W 24 W 13 W 24 W

Luminous flux LED 
(nominal value) 1/
Color temperature

2700 K 1300 lm 2600 lm 1300 lm 2600 lm 1300 lm 2600 lm 1300 lm 2600 lm

3000 K 1360 lm 2700 lm 1360 lm 2700 lm 1360 lm 2700 lm 1360 lm 2700 lm

Color rendering index  90 CRI (other color rendering indices available on request)

Operating voltage primary 220 – 240 V AC, secondary 36 V DC
(13 W and 24 W models also available as primary 110 V AC, secondary 36 V DC)

Control 4
TRIAC

DALI
1 – 10 V

TRIAC
DALI

1 – 10 V
TRIAC

DALI
1 – 10 V

TRIAC
DALI

1 – 10 V

Average lifetime LED 50.000 h 2

Energy efficiency class A++ to A

Guarantee 2 years

Mounting easy tool-free mounting of glass shade via bayonet catch

Weight ca. 2,5 kg

FIP20 The crossed-out wheelie bin indicates that this electrical appliance must not be disposed of via household waste. In order to protect human health and  
the environment against potentially hazardous substances, at the end of its lifecycle this product can be taken to a collection point close to you and disposed 
of free of charge there. This separate disposal enables electrical appliances to be reused or recycled. 



ANNEX Ceiling M LED

As per February 2016Errors and omissions excepted. Subject to technical modifications. All dimensions in mm. serien Raumleuchten GmbH

Photometric data sheet

Depending on the version, different light emissions and moods can be achieved: Even light distribution throughout  
the room with opal shade without inner reflector. More targeted with clear shade and conic opal reflector for light  
directly downwards and softly dispersed all round. A more dramatic lighting effect is achieved with a reflector of  
polished aluminum: directly downwards and diffuse via ceiling. Brilliant: with a reflector of faceted crystal glass.

Power
(measured value) 1

Color 
Temperature

CRI Luminous flux
(measured value) 1

ANNEX Ceiling M LED
Clear glass shade 
Reflector opal acrylic glass

800

600

400

LOR 56 %

14 W
2700 K

80 860 lm

90 690 lm

3000 K
80 900 lm

90 750 lm

Light: directed downwards, 
scattered all round

28 W
2700 K

80 1720 lm

90 1430 lm

3000 K
80 1800 lm

90 1500 lm

ANNEX Ceiling M LED
Clear glass shade 
Reflector polished aluminum

800

600

400

LOR 58 %

14 W
2700 K

80 900 lm

90 750 lm

3000 K
80 940 lm

90 870 lm

Light: directed downwards,  
all round diffuse

28 W
2700 K

80 1790 lm

90 1490 lm

3000 K
80 1880 lm

90 1560 lm

ANNEX Ceiling M LED
Clear glass shade 
Reflector crystal glass

800

600

400

LOR 57 %

14 W
2700 K

80 890 lm

90  740 lm

3000 K
80 930 lm

90 770 lm

Light: directed downwards,  
all round decorative

28 W
2700 K

80 1770 lm

90 1470 lm

3000 K
80 1850 lm

90 1540 lm

ANNEX Ceiling M LED
Opal glass shade

160

200

120

80

LOR 43 %

14 W

2700 K
80 660 lm

90  550 lm

3000 K
80 690 lm

90 580 lm

Light: diffusely scattered  
all round

28 W

2700 K
80 1320 lm 

90 1100 lm

3000 K
80 1380 lm 

90 1150 lm

Please note:
You can download the photometric data (EULUMDAT) from http://serien.com/downloads/.

All values are rated values. Power and luminous flux are subject to an initial tolerance of +/- 10%. 
Tolerance of color temperature: +/-150 K. When not otherwise indicated the values apply for an ambient 
temperature of 25 °C.



ANNEX Ceiling M LED

As per February 2016Errors and omissions excepted. Subject to technical modifications. All dimensions in mm. serien Raumleuchten GmbH

Article numbers

Output
(nominal value) 1

Control  
Technology 4 

CRI 3 Color Temperature 3 Article Number

ANNEX Ceiling M LED
Clear glass shade
Reflector opal acrylic glass

13 W TRIAC  90
2700 K AN3001

3000 K AN3002

24 W

DALI  90
2700 K AN3006

3000 K AN3007

1 – 10 V  90
2700 K AN3003

3000 K AN3004

ANNEX Ceiling M LED
Clear glass shade
Reflector polished aluminum

13 W TRIAC  90
2700 K AN3011

3000 K AN3012

24 W

DALI  90
2700 K AN3015

3000 K AN3016

1 – 10 V  90
2700 K AN3013

3000 K AN3014

ANNEX Ceiling M LED
Clear glass shade
Reflector crystal glass

13 W TRIAC  90
2700 K AN3021

3000 K AN3022

24 W

DALI  90
2700 K AN3025

3000 K AN3026

1 – 10 V  90
2700 K AN3023

3000 K AN3024

ANNEX Ceiling M LED
Opal glass shade 13 W TRIAC  90

2700 K AN3031

3000 K AN3032

24 W

DALI  90
2700 K AN3083

3000 K AN3084

1 – 10 V  90
2700 K AN3033

3000 K AN3034

Recommended dimmers

The following list is the result of internal tests conducted in a controlled environment. However, in some cases there is a possibility that owing  
to technical specifications (e. g., drivers, cables, switches, etc.) a specific combination of dimmer and LEDs does not work.  
As such our recommendations do not represent a guarantee.

Annex Ceiling M LED 13 W TRIAC MERTEN MEG5300-0001
FELLER 40200.LED (all variants)
JUNG 225NV DE
MERTEN MEG5134

1	� The nominal and measured values given refer to the illuminants employed at the time the data sheet was compiled. Subject to alterations.
2	� Specified by the manufacturer. serien Raumleuchten GmbH assumes no liability for the accuracy of the information.
3	� Other versions available on request.
4	� Control via DALI or 1-10V requires 5-wire mains cable.



ANNEX Ceiling S LED

ANNEX Ceiling S LED • reflector: polished aluminum

www.serien.com

The Annex luminaire range is the result of  
a profound understanding of light and design.  
Various inner reflectors are available; the  
latter combined with the elegant glass shade  
create a formal unity and permit different  
lighting effects.

Examples of applications: 
Private and commercial spaces.  
Singly for central ceiling mounting and in series,  
e.g., over kitchen worktops, bars, reception  
and sales counters.

Data Sheet

ANNEX Ceiling S LED • reflector: crystal ANNEX Ceiling S LED • reflecotr: opal



ANNEX Ceiling S LED

As per April 2017Errors and omissions excepted. Subject to technical modifications. All dimensions in mm. serien Raumleuchten GmbH

Technical data sheet

Downlight and ceiling luminaire in one ally suited for standardized ceiling mounting, Annex is designed to lend itself to  
a variety of uses. The new LED version combines timeless design with durable LED technology. Thanks to a standardized 
fitting system the LED unit can be replaced. And given the illuminant’s long life, Annex Ceiling with LED is an ideal  
choice for commercial premises.

Design Prof. Uwe Fischer

Awards

Baden-Württemberg International Design Award Focus Silber 2011, 
German Design Award nomination 2012.

Material & surfaces

Material canopy aluminum

Surface canopy high gloss polished and powder coated RAL 9010

Glass shade mouth-blown clear mouth-blown clear mouth-blown clear mouth-blown opal

Reflector opal acrylic glass polished aluminum crystal –

Dimensions

Ø 98

Ø 140

13
0

Ø 98

Ø 140

13
0

Ø 98

Ø 140

13
0

Ø 98

Ø 140

13
0

Technical data

Illuminant LED CoB
(The LED circuit board can be replaced by qualified staff)

Power 9 W 9 W 9 W 9 W

Luminous flux LED 
(nominal value) 1/
Color temperature

2700 K 1010 lm 1010 lm 1010 lm 1010 lm

3000 K 1060 lm 1060 lm 1060 lm 1060 lm

Color rendering index  90 CRI (other color rendering indices available on request)

Operating voltage primary 220 – 240 V AC, secondary 36 V DC
(9 W also available as primary 110 V AC, secondary 36 V DC)

Control TRIAC

Average lifetime LED 50.000 h 2

Energy efficiency class A++ to A

Guarantee 2 years

Features glass shade mounted tool-free; 110 V versions on request

Weight ca. 0,8 kg

FIP20 The crossed-out wheelie bin indicates that this electrical appliance must not be disposed of via household waste. In order to protect human health and  
the environment against potentially hazardous substances, at the end of its lifecycle this product can be taken to a collection point close to you and disposed 
of free of charge there. This separate disposal enables electrical appliances to be reused or recycled. 



ANNEX Ceiling S LED

As per April 2017Errors and omissions excepted. Subject to technical modifications. All dimensions in mm. serien Raumleuchten GmbH

Photometric data sheet

Depending on the version, different light emissions and moods can be achieved: Even light distribution throughout  
the room with opal shade without inner reflector. More targeted with clear shade and conic opal reflector for light  
directly downwards and softly dispersed all round. A more dramatic lighting effect is achieved with a reflector of  
polished aluminum: directly downwards and diffuse via ceiling. Brilliant: with a reflector of faceted crystal glass.

Power
(measured value) 1

Color 
Temperature

CRI Luminous flux
(measured value) 1

ANNEX Ceiling S LED
Clear glass shade 
Reflector opal acrylic glass

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

30° 15° 30°15°0°

800

600

400

LOR 57 %

9 W

2700 K  90 570 lm

Light: directed downwards, 
scattered all round

3000 K  90 600 lm

ANNEX Ceiling S LED
Clear glass shade 
Reflector polished aluminum

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

30° 15° 30°15°0°

800

600

400

LOR 68 %

9 W

2700 K  90 690 lm

Light: directed downwards,  
diffuse all around

3000 K  90 720 lm

ANNEX Ceiling S LED
Clear glass shade 
Reflector crystal glass

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

30° 15° 30°15°0°

800

600

400

LOR 62 %

9 W

2700 K  90 630 lm

Light: directed downwards,  
decorative all around

3000 K  90 660 lm

ANNEX Ceiling S LED
Opal glass shade

 

105° 105°

90° 90°

75° 75°

60° 60°

45° 45°

30° 15° 30°15°0°

200

160

120

80

LOR 57 %

9 W

2700 K  90 570 lm

Light: diffuse all around

3000 K  90 600 lm

Please note:
You can download the photometric data (EULUMDAT) from http://serien.com/downloads/.

All values are rated values. Power and luminous flux are subject to an initial tolerance of +/- 10%. 
Tolerance of color temperature: +/-150 K. When not otherwise indicated the values apply for an ambient 
temperature of 25 °C.



ANNEX Ceiling S LED

As per April 2017Errors and omissions excepted. Subject to technical modifications. All dimensions in mm. serien Raumleuchten GmbH

Article numbers

Output
(nominal value) 1

Control  
Technology 

CRI 3 Color Temperature 3 Article Number

ANNEX Ceiling S LED
Clear glass shade
Reflector opal acrylic glass

9 W TRIAC  90
2700 K AN3201

3000 K AN3202

ANNEX Ceiling S LED
Clear glass shade
Reflector polished aluminum

9 W TRIAC  90
2700 K AN3211

3000 K AN3212

ANNEX Ceiling S LED
Clear glass shade
Reflector crystal glass

9 W TRIAC  90
2700 K AN3221

3000 K AN3222

ANNEX Ceiling S LED
Opal glass shade 9 W TRIAC  90

2700 K AN3231

3000 K AN3232

Recommended dimmers

The following list is the result of internal tests conducted in a controlled environment. However, in some cases there is a possibility that owing  
to technical specifications (e. g., drivers, cables, switches, etc.) a specific combination of dimmer and LEDs does not work.  
As such our recommendations do not represent a guarantee.

Annex Ceiling S LED 9 W TRIAC Busch Jäger 6513 U-102
Busch Jäger 6523 U
Berker 286710
Eltako EUD61NPN-UC
Feller 40200.LED.EB
Feller 40200.LED. (alle Varianten)
Jung 225 TDE
Merten MEG5134
Merten MEG5300-0001
Schalk ETD U2
Schalk F03 U2E

1	� The nominal and measured values given refer to the illuminants employed at the time the data sheet was compiled. Subject to alterations.
2	� Specified by the manufacturer. serien Raumleuchten GmbH assumes no liability for the accuracy of the information.
3	� Other versions available on request.


